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4. NOBUILT IN METER COUPLING ON THE CITY SIDE OF THE METER; IT SHOULD BE COMPRESSION BY IRON Dwn BY: BF
PIPE THREADS. VERSoRE o e T
CHKD BY:LA THIS DWG. NOT TO SCALE OF 1

1 2 3 4 5 6 7 8



AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
SEE THRUST

AutoCAD SHX Text
THIS SHT.

AutoCAD SHX Text
BLOCK DETAIL 

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
(EXIST. OR PROP.)

AutoCAD SHX Text
CONC. THRUST BLOCK

AutoCAD SHX Text
CONSTRUCTION OF 1500 p.s.i.

AutoCAD SHX Text
 1" CORPORATION COCK

AutoCAD SHX Text
SET VALVE IN

AutoCAD SHX Text
90%%d

AutoCAD SHX Text
ALL BELL

AutoCAD SHX Text
FITTINGS

AutoCAD SHX Text
CONC. 

AutoCAD SHX Text
PRECAST CONCRETE PAD

AutoCAD SHX Text
CEMENT GROUT

AutoCAD SHX Text
6"

AutoCAD SHX Text
COMPACTED 

AutoCAD SHX Text
BACKFILL

AutoCAD SHX Text
3" THRU 6" VALVES 1'-3" SQ.

AutoCAD SHX Text
8" THRU 14" VALVES 1'-6" SQ.

AutoCAD SHX Text
MUELLER H-10205

AutoCAD SHX Text
1" CURB, OR EQUAL

AutoCAD SHX Text
1" X 5/8" METER

AutoCAD SHX Text
5/8" X 1" SERVICE

AutoCAD SHX Text
COMPACTED

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
THRUST

AutoCAD SHX Text
BRACING

AutoCAD SHX Text
GATE VALVE

AutoCAD SHX Text
ADJUSTABLE

AutoCAD SHX Text
BACKFILL TAMPED

AutoCAD SHX Text
IN 6" LAYERS

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
1" CORPORATION COCK

AutoCAD SHX Text
1" X 5/8" METER

AutoCAD SHX Text
1" SERVICE

AutoCAD SHX Text
VALVE BOX

AutoCAD SHX Text
LINE

AutoCAD SHX Text
MECHANICAL

AutoCAD SHX Text
JOINT

AutoCAD SHX Text
(TYP.)

AutoCAD SHX Text
3'-0"

AutoCAD SHX Text
18"

AutoCAD SHX Text
COVER

AutoCAD SHX Text
*

AutoCAD SHX Text
PLUG 1"

AutoCAD SHX Text
TAPPED

AutoCAD SHX Text
1" GALV. PIPE

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
BRACING

AutoCAD SHX Text
CONCRETE THRUST

AutoCAD SHX Text
GRAVEL 1 CU. FT.

AutoCAD SHX Text
4'-0" MIN.

AutoCAD SHX Text
FLANGED

AutoCAD SHX Text
IF LESS THAN 5'-

AutoCAD SHX Text
INSTALL 2-5/8"

AutoCAD SHX Text
GALVANIZED STEEL 

AutoCAD SHX Text
THREADED RODS.

AutoCAD SHX Text
WATER METER

AutoCAD SHX Text
MUELLER H-10205

AutoCAD SHX Text
COUPLING, OR EQUAL

AutoCAD SHX Text
(TO BE USED FOR CROSSING OVER OR UNDER EXISTING OR

AutoCAD SHX Text
PROP. SANITARY SEWER MAIN WHERE 9' MIN. CLEARANCE

AutoCAD SHX Text
CAN'T BE ACHIEVED OR AS CALLED FOR ON PLANS.)

AutoCAD SHX Text
BE TYPE 304 STAINLESS STEEL.

AutoCAD SHX Text
ALL BOLTS TO BE BURIED SHALL

AutoCAD SHX Text
1350 RESTRAINERS

AutoCAD SHX Text
UNI-FLANGE SERIES

AutoCAD SHX Text
UNI-FLANGE SERIES

AutoCAD SHX Text
1300 RESTRAINERS

AutoCAD SHX Text
45%%d

AutoCAD SHX Text
SEE THRUST BLOCKING NOTE 2

AutoCAD SHX Text
CONC. 

AutoCAD SHX Text
CONC. THRUST BLOCK

AutoCAD SHX Text
CONSTRUCTION OF 1500 p.s.i.

AutoCAD SHX Text
ALL BELL

AutoCAD SHX Text
FITTINGS

AutoCAD SHX Text
PVC LINE

AutoCAD SHX Text
D.I. FITTING

AutoCAD SHX Text
PVC LINE

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
0.250"

AutoCAD SHX Text
0.322"

AutoCAD SHX Text
0.280"

AutoCAD SHX Text
0.375"

AutoCAD SHX Text
4"

AutoCAD SHX Text
8"

AutoCAD SHX Text
6"

AutoCAD SHX Text
12"

AutoCAD SHX Text
and Larger

AutoCAD SHX Text
PIPE and FITTINGS

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
MIN. WALL THICKNESS

AutoCAD SHX Text
PROP. WATERLINE

AutoCAD SHX Text
CALLED FOR IN PLANS)

AutoCAD SHX Text
CALLED FOR IN PLANS)

AutoCAD SHX Text
VALVE BOX w/WORD

AutoCAD SHX Text
"WATER" CAST IN LID

AutoCAD SHX Text
SET @ N.G. (WHERE

AutoCAD SHX Text
PROPOSED 2" P.V.C. PIPE

AutoCAD SHX Text
w/RUBBER RING JTS.

AutoCAD SHX Text
PROPOSED 2" GATE

AutoCAD SHX Text
VALVE MULLER

AutoCAD SHX Text
A2380 - 37 WHERE

AutoCAD SHX Text
WHETHER OPEN CUT OR AUGER CONST.

AutoCAD SHX Text
PROPOSED 2" COUPLING

AutoCAD SHX Text
(I.P.S. X SOLVENT WELD)

AutoCAD SHX Text
EXIST. 2" PIPE

AutoCAD SHX Text
PROPOSED CONNECTION TO BE

AutoCAD SHX Text
MADE w/BAKER SERIES 244

AutoCAD SHX Text
REQ'D. TO MAKE CONNECTION.

AutoCAD SHX Text
BENDS & 2" x 2" TEE AS

AutoCAD SHX Text
(NO SEPARATE PAY)

AutoCAD SHX Text
REPAIR COUPLING. INSTALL 2"

AutoCAD SHX Text
9'-0"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
EXIST.

AutoCAD SHX Text
SAN SWR

AutoCAD SHX Text
9' MIN.

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
9'-0"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
18' JOINT (MIN.)

AutoCAD SHX Text
SIZE & MATERIAL

AutoCAD SHX Text
PIPE CASING

AutoCAD SHX Text
SEE PLAN FOR

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
(EXIST. OR PROP.)

AutoCAD SHX Text
0%%d-45%%d

AutoCAD SHX Text
HORIZONTAL

AutoCAD SHX Text
POLYETHYLENE TUBING

AutoCAD SHX Text
3/4" OR 1" 

AutoCAD SHX Text
BACK OF CURB

AutoCAD SHX Text
FIRE HYDRANT PAINTED (PER SPECIFICATIONS)

AutoCAD SHX Text
" TO 1   "  1   "     "  "  SERVICE

AutoCAD SHX Text
1. Size of Thrust Block to Be Adequate Size of Thrust Block to Be Adequate  of Thrust Block to Be Adequate of Thrust Block to Be Adequate  Thrust Block to Be Adequate Thrust Block to Be Adequate  Block to Be Adequate Block to Be Adequate  to Be Adequate to Be Adequate  Be Adequate Be Adequate  Adequate Adequate For Two Times, Test Pressure;   That  Two Times, Test Pressure;   That Two Times, Test Pressure;   That  Times, Test Pressure;   That Times, Test Pressure;   That  Test Pressure;   That Test Pressure;   That  Pressure;   That Pressure;   That    That   That  That That Is 250 P.S.I.   No Separate   Pay  250 P.S.I.   No Separate   Pay 250 P.S.I.   No Separate   Pay  P.S.I.   No Separate   Pay P.S.I.   No Separate   Pay    No Separate   Pay   No Separate   Pay  No Separate   Pay No Separate   Pay  Separate   Pay Separate   Pay    Pay   Pay  Pay Pay for Thrust Blocking.  2. Restrained Joint Piping Shall Be Used Restrained Joint Piping Shall Be Used  Joint Piping Shall Be Used Joint Piping Shall Be Used  Piping Shall Be Used Piping Shall Be Used  Shall Be Used Shall Be Used  Be Used Be Used  Used Used In All Areas Where New Pipe Has  All Areas Where New Pipe Has All Areas Where New Pipe Has  Areas Where New Pipe Has Areas Where New Pipe Has  Where New Pipe Has Where New Pipe Has  New Pipe Has New Pipe Has  Pipe Has Pipe Has  Has Has Less Than 4' Cover. All Vertical  Than 4' Cover. All Vertical Than 4' Cover. All Vertical  4' Cover. All Vertical 4' Cover. All Vertical  Cover. All Vertical Cover. All Vertical  All Vertical All Vertical  Vertical Vertical Bends Shall Have Restrained Joints.

AutoCAD SHX Text
3/4" OR 1" MUELLER H15008 CORPORATION STOP COMPRESSION CONNECTION OUTLET FOR POLYETHYLENE TUBING)

AutoCAD SHX Text
FOR 2" OR LARGER WATER MAIN, FURNISH & INSTALL MUELLER BRONZE DOUBLE STRAP SERVICE CLAMP AS  APPLICABLE FOR PIPE DIAMETER.

AutoCAD SHX Text
BOTH ENDS OF CASING PIPE SHALL BE GROUTED AS SHOWN (NO SEPARATE PAY)

AutoCAD SHX Text
RESTRAINT DEVICE FOR  DEVICE FOR DEVICE FOR  FOR FOR M.J. DUCTILE IRON  DUCTILE IRON DUCTILE IRON  IRON IRON FITTINGS ATTACHING TO  ATTACHING TO ATTACHING TO  TO TO PVC LINES SHALL BE  LINES SHALL BE LINES SHALL BE  SHALL BE SHALL BE  BE BE FORD UNI-FLANGE  UNI-FLANGE UNI-FLANGE BLOCK BUSTER  BUSTER BUSTER RESTRAINT DEVICE  DEVICE DEVICE SERIES 1300 OR  1300 OR 1300 OR  OR OR APPROVED EQUAL.

AutoCAD SHX Text
RESTRAINT DEVICE FOR  DEVICE FOR DEVICE FOR  FOR FOR PVC PIPE BELL JOINTS  PIPE BELL JOINTS PIPE BELL JOINTS  BELL JOINTS BELL JOINTS  JOINTS JOINTS SHALL BE FORD  BE FORD BE FORD  FORD FORD UNI-FLANGE BLOCK  BLOCK BLOCK BUSTER SERIES 1350  SERIES 1350 SERIES 1350  1350 1350 OR APPROVED EQUAL.

AutoCAD SHX Text
TEE W/ THREADED PLUG FOR 2" CONNECTION WHERE CALLED FOR ON PLANS

AutoCAD SHX Text
PROP. TAPPED TEE OR TAP CONNECTION.

AutoCAD SHX Text
NOT A BID ITEM.  TO BE USED IN TESTING  OF NEW WATER LINES AS REQUIRED @ NO SEPARATE PAY.

AutoCAD SHX Text
TEE CONNECTION TO WATER MAIN, MECHANICAL JOINT TEE W/ FLANGE BRANCH

AutoCAD SHX Text
18" X 18" X 4" CONCRETE PAD

AutoCAD SHX Text
SERVICE LINE (COOPER-TYPE K OR PLASTIC SERVICE TUBING)

AutoCAD SHX Text
1" CRANE CHICAGO HOSE VALVE OR APPROVED EQUAL

AutoCAD SHX Text
CONCRETE AND TIMBER BLOCKING SHOWN  AND TIMBER BLOCKING SHOWN AND TIMBER BLOCKING SHOWN  TIMBER BLOCKING SHOWN TIMBER BLOCKING SHOWN  BLOCKING SHOWN BLOCKING SHOWN  SHOWN SHOWN ON THIS DETAIL IS FOR GRAPHICAL  THIS DETAIL IS FOR GRAPHICAL THIS DETAIL IS FOR GRAPHICAL  DETAIL IS FOR GRAPHICAL DETAIL IS FOR GRAPHICAL  IS FOR GRAPHICAL IS FOR GRAPHICAL  FOR GRAPHICAL FOR GRAPHICAL  GRAPHICAL GRAPHICAL REPRESENTATION ONLY. THE CONTRACTOR  ONLY. THE CONTRACTOR ONLY. THE CONTRACTOR  THE CONTRACTOR THE CONTRACTOR  CONTRACTOR CONTRACTOR IS RESPONSIBLE FOR PROVIDING THRUST  RESPONSIBLE FOR PROVIDING THRUST RESPONSIBLE FOR PROVIDING THRUST  FOR PROVIDING THRUST FOR PROVIDING THRUST  PROVIDING THRUST PROVIDING THRUST  THRUST THRUST BLOCKING TO WITHSTAND TEST PRESSURE  TO WITHSTAND TEST PRESSURE TO WITHSTAND TEST PRESSURE  WITHSTAND TEST PRESSURE WITHSTAND TEST PRESSURE  TEST PRESSURE TEST PRESSURE  PRESSURE PRESSURE OF 150 P.S.I. ALL THRUST BLOCKING  150 P.S.I. ALL THRUST BLOCKING 150 P.S.I. ALL THRUST BLOCKING  P.S.I. ALL THRUST BLOCKING P.S.I. ALL THRUST BLOCKING  ALL THRUST BLOCKING ALL THRUST BLOCKING  THRUST BLOCKING THRUST BLOCKING  BLOCKING BLOCKING SHALL BE PLACED AGAINST ALL  BE PLACED AGAINST ALL BE PLACED AGAINST ALL  PLACED AGAINST ALL PLACED AGAINST ALL  AGAINST ALL AGAINST ALL  ALL ALL UNDISTURBED EARTH.

AutoCAD SHX Text
STAINLESS STEEL TIE-RODS

AutoCAD SHX Text
CONCRETE THRUST BLOCK

AutoCAD SHX Text
CAST IRON COLLAR AND LID MARKED WATER (TYP)

AutoCAD SHX Text
CONC. PAD, LEVEL WITH NATURAL GROUND

AutoCAD SHX Text
18"

AutoCAD SHX Text
6"

AutoCAD SHX Text
NATURAL GROUND

AutoCAD SHX Text
# 4 BARS

AutoCAD SHX Text
VALVE BOX

AutoCAD SHX Text
GATE VALVE,  OPEN COUNTER CLOCKWISE

AutoCAD SHX Text
COMPACTED

AutoCAD SHX Text
UNDISTRUBED SOIL

AutoCAD SHX Text
COMPACTED BACKFILL

AutoCAD SHX Text
TRACER WIRE

AutoCAD SHX Text
FRONT ELEVATION

AutoCAD SHX Text
SIDE ELEVATION

AutoCAD SHX Text
TAPPED PLUG OR

AutoCAD SHX Text
APPROVED SERVICE

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
TAP W/CORPORATION

AutoCAD SHX Text
WATERLINE

AutoCAD SHX Text
STOP.

AutoCAD SHX Text
PROP. 

AutoCAD SHX Text
12" PEA GRAVEL

AutoCAD SHX Text
6" TYP

AutoCAD SHX Text
BACK OF CURB

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
2" POLYETHYLENE TUBING

AutoCAD SHX Text
2" AWWA C-500 OR C-509

AutoCAD SHX Text
GATE VALVE W/REMOVABLE

AutoCAD SHX Text
4'-0"

AutoCAD SHX Text
HAND WHEEL

AutoCAD SHX Text
NATURAL GROUND

AutoCAD SHX Text
METER BOX

AutoCAD SHX Text
W/COVER AS

AutoCAD SHX Text
PER SPECS.

AutoCAD SHX Text
3'-0"

AutoCAD SHX Text
END LINE WITH CAM LOCK FITTING, INCLIDE ALUMINUM CAM LOCK CAP

AutoCAD SHX Text
FACE TO STREET STORZ QUICK CONNECT PER SPECIFICATION

AutoCAD SHX Text
HALF SECTION UNDER NATURAL GROUND

AutoCAD SHX Text
NATURAL GROUND

AutoCAD SHX Text
SOD PER SPECIFICATION

AutoCAD SHX Text
HALF SECTION UNDER PAVEMENT

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
NATURAL GROUND

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
BACKFILL PER  SPECIFICATIONS

AutoCAD SHX Text
AUGER HOLE

AutoCAD SHX Text
SPRING LINE

AutoCAD SHX Text
EMBEDMENT PER  SPECIFICATIONS

AutoCAD SHX Text
1.	SELECT BACKFILL FOR SELECT BACKFILL FOR RIGID  PAVEMENT: FLEXIBLE BASE  MATERIAL FOR ASPHALT PAVEMENT.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
VOID AROUND PIPE

AutoCAD SHX Text
12" MIN. (SEE NOTE 1)

AutoCAD SHX Text
DIRTY  BOTTOM

AutoCAD SHX Text
EMBEDMENT MATERIAL PER SPECIFICATIONS

AutoCAD SHX Text
 LENGTH OF THE AUGER PIT

AutoCAD SHX Text
BOTTOM OF AUGER PIT

AutoCAD SHX Text
 AUGER PIT WIDTH

AutoCAD SHX Text
SPRING LINE

AutoCAD SHX Text
JOINT

AutoCAD SHX Text
6" MIN

AutoCAD SHX Text
6" MIN

AutoCAD SHX Text
6" MIN

AutoCAD SHX Text
PIPE

AutoCAD SHX Text
12"

AutoCAD SHX Text
FILL ANNULAR SPACE AS REQUIRED BY STANDARD SEPECIFICATION

AutoCAD SHX Text
SUBGRADE

AutoCAD SHX Text
12"

AutoCAD SHX Text
All Materials and Coatings to be in accordance with the Specifications. Insulated joint to be made up using Insulating Gaskets, Plastic Bolt Sleeves and Washers of Insulating Gaskets material backed with Cad-Plated Washers, or other methods approved by the Engineer.

AutoCAD SHX Text
COMPACTED

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
THRUST

AutoCAD SHX Text
BRACING

AutoCAD SHX Text
GATE VALVE

AutoCAD SHX Text
ADJUSTABLE

AutoCAD SHX Text
BACKFILL TAMPED

AutoCAD SHX Text
IN 6" LAYERS

AutoCAD SHX Text
VALVE BOX

AutoCAD SHX Text
EDGE OF EASEMENT

AutoCAD SHX Text
MECHANICAL

AutoCAD SHX Text
JOINT

AutoCAD SHX Text
(MIN.)

AutoCAD SHX Text
3'-0"

AutoCAD SHX Text
18"

AutoCAD SHX Text
COVER

AutoCAD SHX Text
BRACING

AutoCAD SHX Text
CONCRETE THRUST

AutoCAD SHX Text
GRAVEL 1 CU. FT.

AutoCAD SHX Text
4'-0" MIN.

AutoCAD SHX Text
FLANGED

AutoCAD SHX Text
IF LESS THAN 5'-

AutoCAD SHX Text
INSTALL 2-5/8"

AutoCAD SHX Text
GALVANIZED STEEL 

AutoCAD SHX Text
THREADED RODS.

AutoCAD SHX Text
3'

AutoCAD SHX Text
APPROX. R.O.W.

AutoCAD SHX Text
FIRE HYDRANT PAINTED  (PER SPECIFICATIONS)

AutoCAD SHX Text
TEE CONNECTION TO WATER MAIN, MECHANICAL JOINT TEE W/ FLANGE BRANCH

AutoCAD SHX Text
18" X 18" X 4" CONCRETE PAD

AutoCAD SHX Text
FACE TO STREET STORZ QUICK CONNECT PER SPECIFICATION

AutoCAD SHX Text
MANUFACTURER'S RECOMMENDED DISTANCE

AutoCAD SHX Text
EDGE OF EASEMENT

AutoCAD SHX Text
STREET

AutoCAD SHX Text
METER BOX (PLASTIC PER SPECIFICATIONS  TYPICAL, CONCRETE, WHEN LOCATED WITHIN PAVED AREAS, TO BE PROVIDED BY CITY).

AutoCAD SHX Text
3'

AutoCAD SHX Text
3'

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
LINE

AutoCAD SHX Text
1. SERVICE LINE SHALL BE MIN 1"

AutoCAD SHX Text
2. PROVIDE SS BANDS W/EPOXY

AutoCAD SHX Text
 COATED SS TAPPING SADDLES

AutoCAD SHX Text
MIN 6"

AutoCAD SHX Text
MIN 6"

AutoCAD SHX Text
MIN 6"

AutoCAD SHX Text
Per 30TAC§217.53(d)(5)(B) CONSTRUCTED FOR 18' CENTERED ON WATERLINE OF AT LEAST 150 PSI PRESSURE CLASS, CORROSION-RESISTANT, NON-BRITTLE PIPE WITH MANUFACTURER-APPROVED ADAPTERS, GASKETED JOINTS, COMPRESSION JOINTS, AND OTHER NON-BONDED JOINTS DESIGNED TO SEAL AT ATMOSPHERIC PRESS (NO SEPARATE PAY). 30TAC§290.44(E)(B)(II)(II) REQUIRES MIN 6" SEPARATION AS SHOWN BUT CITY REQUIRES MIN 12" SINCE WATERLINE BELOW WASTEWATER LINE.

AutoCAD SHX Text
MIN 6"

AutoCAD SHX Text
(SS BANDS WITH EPOXY COATED SS TAPPING SADDLES)

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
SIEVE SIZE

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
1/2"

AutoCAD SHX Text
1/4"

AutoCAD SHX Text
%	RETAINED BY WEIGHTRETAINED BY WEIGHT

AutoCAD SHX Text
0

AutoCAD SHX Text
0-25

AutoCAD SHX Text
90-100

AutoCAD SHX Text
PEA GRAVEL

AutoCAD SHX Text
PEA GRAVEL BEDDING SHALL BE CLEAN WASHED MATERIAL,HARD & INSOLUBLE WATER FREE OF MUD,CLAY,SLIT VEGETATION OR OTHER DEBRIS. STONE QUALITY SHALL MEET ASTM C33. SIZE GRADATION SHALL BE AS FOLLOWS:


	Sheets and Views
	Layout1 (2)


